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Technical data ITH Hydro-DAX V12, V18, V21

90-120 V: x = 09170 (1 phase)
190-240 V: x = 19170 (1 phase)
380-420 V: x = 40370 (3 phase)

Standard: y = { }
With oil cooler: y = 01

1 380-420 V version
2 Weight including oil
3 380-420 V version: Weight reduction of 0.5 kg (1.1 lbs)

Technical modifications or changes reserved. Contact your local representative with any questions or for custom designs.
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Technische Daten ITH Hydro-DAX V12, V18, V21
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[bar] [kW] [l] [l/min] [l/min] [dB] [V] [n] [Hz] [mm] [kg] [mm] [kg]

V12
50.

01112
-x-y

850

0,55
1,9

(1,4)
6,7 

(bei 70 bar)
0,79 < 80

90-120 
190-240 
380-420

1
1
3

50+60

300 x 300 
x 475

20.5
300 x 300 

x 515
22.5

V18
50.

01118
-x-y

0,7
1,8

(1,4)
6,9 

(bei 100 bar)
1,07 < 80

90-120 
190-240
380-420

1
1
3

300 x 300 
x 515

24.0
300 x 

300 x 575
26.0

V21
50.

01121
-x-y

1,4
2,2

(1,6)
15,8 

(bei 100 bar)
2,5 < 85

90-120
190-240 
380-420

1
1
3

310 x 337 
x 550

32.0
310 x 337 

x 615
34.0

90 - 120 V: x = 09170 (1-phasig)
190 - 240 V: x = 19170 (1-phasig)
380 - 420 V: x = 40370 (3-phasig)

Standard: y = { }
Mit Ölkühler: y = 01

1 380 - 420 V Version
2 inklusive Öl
3 bei 380 - 420 V Version: Gewichtsreduktion
um 0,5 kg 

Technische Ergänzungen und Änderungen vorbehalten. Kontaktieren Sie uns für weitere oder individuelle Ausführungen oder bei Rückfragen.

https://www.ith.de/kontakt/weltweites-vertriebsnetz.php
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Technical data ITH Hydro-DAX V18 Battery

1Weight including oil, without battery.
Technical modifications or changes reserved. Contact your local representative with any questions or for custom designs.
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D
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(L
xW

xH
)

W
ei
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t 1

[bar] [Psi] [kW] [hpE] [l] [gal] [l/min] [gal/min] [l] [gal] [dB] [V] [n] [Hz] [mm] [“] [kg] [lbs]

V18
Battery

50.
A1118-

x
850 12,330 1.5 2.0

1.1
(0.8)

0.3
(0.21)

5.7 
(at 100 bar)

1.5 
(1,450 Psi)

0.79 0.21 < 80
82 V, 

battery 
operated

320 x
380 x
565

11.8 x
14.9 x
15.5

23.5 45.2

https://www.ith.com/en/contact/contact.php
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Technische Daten ITH Hydro-DAX V18 Battery
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A
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[bar] [kW] [l] [l/min] [l/min] [dB] [V] [n] [mm] [kg]

V18
Battery

50.
A1118-

x
850 1,5

1,1
(0,8)

5,7 l
(bei 100 bar)

0,79 < 80
82 V, 

batteriebetrieben
320 x 380 x 565 23,5

1Gewicht inkl. Öl, ohne Akku.
Technische Ergänzungen und Änderungen vorbehalten. Kontaktieren Sie uns für weitere oder individuelle Ausführungen oder bei Rückfragen.

https://www.ith.de/kontakt/weltweites-vertriebsnetz.php
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